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Procedure for Demonstrating an Alternative Diurnal Temperature
Profile for Motorcycles; Suggestions for Bench Testing.

At the August 23, 1979 Executive Officer Hearing to consider the
evaporative emission test procedure for motorcycles, the staff
agreed to provide an Advisory Correspondence outlining an acceptable
method for demonstrating an alternative diurnal heating profile for
the evaporative emissions test. In addition, the staff agreed to
hold a workshop to discuss bench testing procedures.

Alternative Profiles

An acceptable demonstration of an alternative heating profile could
be accomplished as follows:.

1) Equip several motorcycles which have the proposed alternative
fuel tank design with temperature sensors located as required
in the test procedure. .

2) Attach a pre-weighed carbon canister to any vents in
the fuel tank evaporative emission control system.

I
3) Place the motorcycles outside for several typical

Southern California days (about 92°F peak temperature)
and record the fuel and vapor temperature profiles and
the changes in canister weight.

4) Duplicate the heating profile which results from the
outside tests in the SHED to determine the actual
emissions.

5) The proposed alternative heating profile should provide
similar maximum temperatures and emissions to the outdoor
and SHED tests above, although the time scale may be changed
for experimental convenience.

Bench Testing Procedure

The bench testing procedure used for automobile evaporative emission


























